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8.  

REFRIGERANT CONVERSION, REMOVAL, OR TRANSFER CERTIFICATION

RECEIVING ORGANIZATION:TRANSFERRING ORGANIZATION:

Fleet Readiness Center Southeast 
Naval Air Station Jacksonville 
P. O. Box 16 
Jacksonville, FL 32212-0016

DRMO

OTHER (describe)

1.  DESCRIPTION

2.  MANUFACTURER

3.  MODEL NUMBER 4.  SERIAL NUMBER

5.  PLANT ACCOUNT NUMBER

7.  NAMEPLATE AMOUNT (in pounds)

SECTION II:  EQUIPMENT DESCRIPTION

The equipment described above is being transferred with the

The refrigerant in the equipment described above has been recovered from the equipment by a technician certified per 40 CFR 82.161 (a) 
using procedures per 40 CFR 82.156 (a) (3) or 40 CFR 82.156 (h) and using equipment certified per 40 CFR 82.158.

The refrigerant in the equipment described above has been changed from

6.  REFRIGERANT TYPE

a.  NAME (print or type) b.  SIGNATURE

12.  ORGANIZATION FRCSE SHOP *CODE: GSE BOSC

13.  WAS REFRIGERANT REMOVED? YES NO

*14.  DATE REFRIGERANT REMOVED

*16.  TURN-IN DOCUMENT NUMBER (DTID)

*15.  AMOUNT OF REFRIGERANT RECOVERED (in pounds)

SHOP PERFORMING WORK: 
Provide copy of this form to receiving organization as required. 
1.   Send copy of completed form to the Environmental and Energy Programs Division (code 65300). 
2.   Retain copy of completed form in shop file for three years. 
3.   For refrigerant conversions, update OTIS database to reflect new refrigerant in the equipment record and make a maintenance entry noting 
      maintenance as “Refrigerant conversion” and indicating type and amount of refrigerant replaced/recovered. 
4.   For equipment decommissioning, update OTIS database by making a maintenance entry for the piece of equipment and entering the amount 
      of refrigerant recovered; and in the maintenance description field enter “Equipment decommissioned.” 
5.  Recovered excess Class 1 refrigerants maintained in the DoD ODS Reserve shall be transferred to the Industrial Plant Maintenance Division 
     Scheduled Maintenance Shop (code 63330) for use within FRCSE or deposit in the Navy account at the DoD ODS Reserve.

intact.

to

The refrigerant being replaced has been recovered from the equipment by a technician certified per 40 CFR 82.151 (a) using procedures per 
40 CFR 82.156 (a) (3) or 40 CFR 82.156 (h) and using equipment certified per 40 CFR 82.158.

SECTION I - TRANSFER/RECEIVE

10.  TECHNICIAN

c.  DATE


FRCSEINST 5090.11
* Fields completed if applicable, all other fields are required Complete all required fields and mark unused optional fields with N/A.
FRCSE 5090/60 (REV. 6/2012)
8.  
REFRIGERANT CONVERSION, REMOVAL, OR TRANSFER CERTIFICATION
RECEIVING ORGANIZATION:
TRANSFERRING ORGANIZATION:
Fleet Readiness Center Southeast Naval Air Station Jacksonville P. O. Box 16 Jacksonville, FL 32212-0016
SECTION II:  EQUIPMENT DESCRIPTION
12.  ORGANIZATION
13.  WAS REFRIGERANT REMOVED?
SHOP PERFORMING WORK:
Provide copy of this form to receiving organization as required.
1.   Send copy of completed form to the Environmental and Energy Programs Division (code 65300).
2.   Retain copy of completed form in shop file for three years.
3.   For refrigerant conversions, update OTIS database to reflect new refrigerant in the equipment record and make a maintenance entry noting
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intact.
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